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CONNECTION BIPOLAR
SPECIFICATION TPE O CONECTON JOTOR
VOLTAGE (VDC) 38 GO
AMPS /PHASE 0.76 BPOR |V No. | LEADS | WINDING
RESISTANCE/PHASE (Ohms)@25C 5£10% A — T W A
INDUCTANCE /PHASE (mH) @1KHz 3£20% A — R j
HOLDING TORQUE (Nm) [Ib—in] 0.01 [0.089] 5 T Tar s
DETENT TORQUE (Nm) [Ibin] 3.0x10° [2.65x107 ] j
STEP ANGLE () 75 B\ — 4| [B)
STEP ACCURACY (NON—ACCUN) 8% WIRING DIACRAM
ROTOR INERTIA (Kg—m?) [Ib—in’] 1.0x107 [3.42x107* ] FULL STEP 2 PHASE-EXx., (AWHT
WEIGHT (Kg) [b] 0.036 [0.079] WHEN FACING MOUNTING END (X) } Q
TEMPERATURE RISE: MAX.80°C (MOTOR STANDSTILL; FOR 2 PHASE ENERGIZED) SEP| A | B | A\ | B\ | |coW
AMBIENT TEMPERATURE —10'~ 40°C [14F ~ 104F] A\ T |+ =< (A\)RED
INSULATION RESISTANCE 100 MOhm (UNDER NORMAL TEMPERATURE AND HUMIDITY) 2 - | + | + ‘
INSULATION CLASS E 120" [248T] 3 ~ |+ S 5
DIELECTRIC STRENGTH 500VAC FOR 1 MIN. (BETWEEN THE WOTOR COLS AND THE WOTOR CASE) 1 T |ow 2 %
AMBIENT HUMIDITY MAX. 85% (NO CONDENSATION) - e

e WUl Y Nanotec® |- ] 2ol 55 [E50 | STEPPING HOTOR
1| AMBENT TEWP.+TOLERANCE OF CABLE-+CONNECTOR [ 09.03.11] J.W. FroGabRvE e 102 T DRN [ J.W.  [13.11.06 | DWGNO
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