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NS N AWG26 L=250+10mm 2
2-3.5+0.125 1.5+0.125 [ 22.5max. |
A
CONNECTION | UNIPOLAR OR BIPOLAR
TYPE OF CONNECTION
SPECIFICATION BIPOLAR-1_WINDING SERIAL (EXTERN) MOTOR
VOLTAGE (VDC) 50 70 BIPOLAR___|CONNECTOR
UNIPOLAR LEADS | WINDING
ANPS /PHASE 081 0.57 —(TVNDNG R PN
RESISTANCE/PHASE (0hms)@25C | 6.2£10% 12.4£10% I =Bk é\OM3
INDUCTANCE/PHASE (mH) @1KHz | 5.5+20% 22420% A — A—[_ 3 _[RrRD A
HOLDING TORQUE (Nm) [lb=in] 0.06 [0.534] 0.092 [0.813] B —|B—|8 —|—2 |BW B
DETENT TORQUE (Nm) [Ib—in] 0011 [0.097 G R I T
i 011 [0.097] B\ — B\ —[ 4 | B\
STEP ANGLE () 75 N |
STEP ACCURACY (NON-ACCUN) 7% for >speed ——— |
ROTOR INERTIA (Kg—m?) [Ib—in]] 26107 (325007 for <speed = ===~ WIRING DIRGRA
-m =in . B . B
3 ' K07 (3264107 ] FULL STEP 2 PHASE-Ex., AWHT
WEIGHT (Kg) (1] 019 [0267] WHEN FACING MOUNTING END (X) (COMBLK
TEMPERATURE RISE: MAX.80°C (MOTOR STANDSTILL; FOR 2 PHASE ENERGIZED) STl A T 5 T o] Joon
AMBIENT TEMPERATURE —10°C ~ 40°C [14F ~ 104F] A T R e (A\)RED
INSULATION RESISTANCE 100 MOhm (UNDER NORMAL TEMPERATURE AND HUMIDITY) 20 B e e
INSULATION CLASS E 120° [248'F] A 3 —— 1 g z g
DIELECTRIC STRENGTH 650VAC FOR 2 SEC. (BETWEEN THE MOTOR COLLS AND THE MOTOR CASE) . —T T+ low =z =2
AMBIENT HUMIDITY MAX. 85% (NO CONDENSATION) 8 =
4 | NEW TOLERANCE 25.07.13| A.S. ® SCALE FREE [APVD | S.Ha. | 12.03.07 STEPPING MOTOR
3| NEW TOLERANCE 10.11.11] J.W. “) Nanotec |, .o
5 | REMOVE LOAD SPEC. 28.02.14] J.D. oG &pRIVE. - 1RL 202 /ngN [ g . | 06.03.07 | DWGNO
REV | DESCRIPTION DATE  [APVD| SP4275M0806-A ANGLE  +30° | SIGNATURE DATE SP4275M0806—-A




