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Rear view
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CONNECTION UNIPOLAR OR BIPOLAR

SPECIFCATION A ——r=— PERMISSIBLE. RADIAL+AXIAL FORCE TYPE OF CONNECTION (EXTERN) JOTOR
VOLTAGE (VDC 15 _ BIPOLAR
AMPS/PH/ESE ) 3.0 2.12 4.24 §20&%RTE§:5£;N WESHER UNlpou;R TWINDING £ SERIAL ] PARALLEL ;LE:DS WlNDle
RESISTANCE/PHASE (Ohms)@ZS'C 0.5£15% 1.0+15% 0.25+15% _— | BEARING A A A A BLK/WHT j
INDUCTANCE/PHASE (mH) @1KHz 0.541207% 2.16120% 0.54120% Fr COM _[ [ GRN/WHT
HOLDING TORQUE (Nm) [Ib=in] 038 [3.363] | 0537 [4.752]| 0537 [4752]] 2 "\ A — A GRN iy
DETENT TORQUE (Nm) [lb—in] 0.0147 [0.13] - ol —| sz f EEB/WHT A’
STEP ANGLE () 18 com L C E BLU/WIT
STEP ACCURACY (NON—ACCUN) 5% - B\ — B\ — |B\ BLU g
ROTOR INERTIA (Kg-m?) [Ib—in’] 0.135x10~* [0.046] o FULL STEP 2 PHASE—Ex. WIRING DIAGRAM
WEIGHT (Kg) [b] 049 [1.08] WHEN FACING MOUNTING END (x) 8%
TEMPERATURE RISE: MAX.80°C (MOTOR STANDSTILL; FOR 2 PHASE ENERGIZED) AXIAL-FORCE Fa (N) Fa=10 STEP| A B | A\ | B\ CCW g%ﬁ%m Q
AMBIENT TEMPERATURE —10"~ 50°C [14'F ~ 122'F] DISTANCE @ (mm 5 110 115120 1 + | 4 _ 1 2 (A\) GRN
INSULATION RESISTANCE 100 MOhm (UNDER NORMAL TEMPERATURE AND HUMIDITY) RADIAL-FORCE Fr (N)| 130/ 90 | 70 |52 2 | - + |+ _ ‘ mm
INSULATION CLASS B 130" [266'F] AXIAL | RADIAL s - -1+ 1+ 2 EZ 3
DIELECTRIC STRENGTH 500VAC FOR 1 MIN. (BETWEEN THE MOTOR COILS AND THE MOTOR CASE)| SHAFT PLAY (mm) 0.075 0.025 4 + | - -+ [CW = S5 =2
AMBIENT HUMIDITY MAX. 85% (NO CONDENSATION) AT LOAD MAX: (N) | 10 5.0 e
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