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CONNECTION
SPECIFICATION BIPOLAR PERMISSIBLE RADIAL+AXIAL FORCE ENCODER M12 CABLE A MOTOR D-SUB-9
ROTOR SPRING— SPRING PIN ASSIGNMENT COLOR PIN ASSIGNMENT
VOLTAGE (VDC) 2.8 WRING DIAGRAM | MOUNTED IN WASHER 1 A W 1 A
AMPS/PHASE 1.8 (98N AXIAL DIRECTION P A P 2 A
RESISTANCE/PHASE _(0hms)@25C_| 1.75+15% T BEARING : - = : -
INDUCTANCE/PHASIE (rr;HE @1K]Hz 5.4i[20% ] - F r | : : C : :
HOLDING TORQUE (Nm) [lb=in 0.5 [4.425 R LA —H-—-+0=3 5 GND OV 6Y 5 NC
DETENT TORQUE (Nm) [lb—in] 0.022 [0.195] s ) 6 N PK 6 N
STEP ANGLE () + ACCURACY 1.8 + 5% € = ! N A | e ! DRAE
- 1 8 Vec +5V RD 8 BRAKE/GND
BACK—EMF (V) (300 U/min) 6.9 HOUSING | GND/SHIELDING 9 NC
ROTOR INERTIA (Kg-m®) [Ib—in?] | 9.5x10°® [0.0324] A\ g | HOUSING | GND/SHIELDING
WEIGHT (Kg) [1b] 060 [1.32] A FULL STEP 2 PHASE-Ex.,
TEMPERATURE RISE: MAX.80°C (MOTOR STANDSTILL; FOR 2 PHASE ENERGIZED)  |AXIAL—FORCE Fa (N) Fo=10 WHEN FACING MOUNTING END (X)
AMBIENT TEMPERATURE —10'~ 50°C [14F ~ 122F] DISTANCE @ (mm 20 STEP| A | B | A\ | B\ | |cCW
INSULATION RESISTANCE 100 MOhm (UNDER NORMAL TEMPERATURE AND HUMIDITY) |RADIAL-FORCE Fr (N) 28 L T T A
INSULATION CLASS B 130" [266'F] AXAL | RADIAL 2 -]+ +]-
DIELECTRIC STRENGTH 500VAC FOR 1 MIN. (BETWEEN THE MOTOR COLLS AND THE MOTOR CASE) | SHAFT PLAY (mm) | 0.08 0.02 S Ml el B B
AMBIENT HUMIDITY MAX. 85% (NO CONDENSATION) AT LOAD MAX: (N) | 45 45 Al =] -]+ |CW
3 COLOR OF CABLE 08.07.09 | J.W. ® | SCALE FREE | APVD| S.Ha. |23.01.07 STEPPING MOTOR
2 | PIN N RENAME AS | o o1 Y Nanotec® 1 o6k
4 | WITH VARNISH+SILICON | 18.02.10 | J.W. FoGabRVE e 02 T ORN | J.w. (230107 | DWGNO
REV | DESCRIPTION DATE APVD AD4118L1804-EB AGLE  +30' | SIGNATURE DATE AD4118L1804-EB




