Front view and mounting

[]128+1
[123+0.2

Side view

411

@223 035 [©]0.075]A
>

Rear view

1 A1 7,,7*7,7 I N o
\ . ’ XXX X o™
s ¢ % 15 |
Th :THCA |
4-M2.5 E\]—/ read code:THC A} ‘
Deep 2.5 min Molex:53253-0670 4 10. U1 QLLU
Connector: MOLEX 51065-0600 '
UL 1430 AWG26 Contact:  MOLEX 50212-8000
CONNECTION
BIPOLAR
SPECIFICATION Please regard the TYPE((E))ET&%NECHON MOTOR
AMPS /PHASE 1.5 application note at CONNECTOR
RESISTANCE/PHASE  (Ohms)@25°C 1.45£15% WWW.nanotec.com BIPOUR PN NO. | EADS | WINDING
INDUCTANCE /PHASE (mH) @1KHz 1.25+20% for further informations. A — 1 BK  |A j
THREAD DIAMETER (mm) [in] A\ 5 [0.197] A — 3 oN |A\
THREAD LEAD(mm) [in] N 2 [0.079] A 5 — 4 RO |B
THRUST (N) [Ibf] 152[34.2] B\ — 5 B0 |8\ j /AN
RESOLUTION (mm/STEP) 0.01
MAX. SPEED (mm/sec.) AT 24V /\ 35
WEIGHT (Kg) [1b] 0.1410.31] FULL STEP 2 PHASE-Ex., WIRING DIAGRAM
WHEN FACING MOUNTING END (X) (A)BK
TEMPERATURE RISE: MAX.80°C (MOTOR STANDSTILL; FOR 2 PHASE ENERGIZED) STEP| A | B | A\ | B\ | (cCW
AMBIENT TEMPERATURE -10'~ 50°C [14°F ~ 122F] LI e O el .
INSULATION RESISTANCE 100 MOhm (UNDER NORMAL TEMPERATURE AND HUMIDITY) Z2 Ml ) QV
INSULATION CLASS B 130° [266F] 2 —— ' I o l l
DIELECTRIC STRENGTH 500VAC FOR 1 MIN. (BETWEEN THE MOTOR COILS AND THE MOTOR CASE) E =
AMBIENT HUMIDITY MAX. 85% (NO CONDENSATION) = =
2 | Remove shaft play adjustable |11.03.19] X T ® APVD| J.S. 16.02.17
1 - 111218 X T ") Nan;guet&gg CHKD| GY@ 16.02.17 LINEAR ACTUATOR
D | - 26.02.18 L W Eelneral Workd piece. | DRN | B.L. 16.02.17 | DNG.NO
REV | DESCRIPTION DATE [DRN | f o 100 Sea-chl o IS0 3715 | SIGNATURE DATE LA281M15-A—THCA




