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3)( '\tﬂr? in. 4.5 Integrated controller and blue varnish for IP65
eptmn. 4. Encoder resolution: 1024 incr./rev. except for shaft output
CONNECTION DELTA PERMISSIBLE RADIAL+AXIAL FORCE XT Power X2 10
SPECIFICATION bl :::?:CTION ROTOR SPRING— SPRING (M8, 3—Pole, A—coding, male) (M8, 5—Pole, B—coding, male)
NO. OF POL. /PHASE 8 /3 vz O o o X)(()IRII:IT[EIDREETION WASHER Pin No. Function Pin No. Function
VOLTAGE RATED (VDC) 18 DT v e K 1 +UB (12-48V) ; . tc:m(m)
CURRENT RATED/PEAK (AVP) 3.3/10 oNo Fr > = - e
TORQUE RATED,/PEAK (Nm) 0.25/0.75 Fa — PR WP —
POWER RATED/PEAK (W) 105/315 A oo — —— X5 10 5| Outpet 2 (open drain)
SPEED RATED/NO LOAD (RPM) 4000/6500 — (W8, &Pole A-cocing, male)
ROTOR INERTIA (Kg—rr?) 9.6x10° ou — 1 = oo
WEIGHT (K 0.9 o _ -
( g) GND ,:{ = a 2 (of?o{/;ol;o:nA) X4 Mlnl USB
OVERTEMPERATURE PROTECTION (ELECTRONICS): 75°C AXIAL—FORCE Fa (N) j :":;E:H"'(:/Vz/fv‘)v’
AMBIENT TEMPERATURE —10'~ 50°C [14F ~ 122F] DISTANCE @ (mm ; _,npﬂﬁ o OU/28
INSULATION RESISTANCE 100 MOhm (UNDER NORMAL TEMPERATURE AND HUMIDITY) RADIAL-FORCE Fr (N) PSS ey ——_y—~
INSULATION CLASS B 130" [266°F] RADIAL 7| —inputs/~Clock (5V/28%)
DIELECTRIC STRENGTH 500VAC FOR 1 MIN. (BETWEEN THE MOTOR COILS AND THE MOTOR CASE) SHAFT PLAY (mm) 0.02 5 inputs/ clock (5V/240)
AMBIENT HUMIDITY MAX. 85% (NO CONDENSATION) AT LOAD MAX: (N) 45
®
W Nanotec APVD 81116 | PLUG&DRIVE MOTOR
PLUG & DRIVE CHKD
Surf.ace. General Work piece DRN 08.11.16 DWG.NO
REV | DESCRIPTION DATE  [DRN | eSesimor | onsemma | oneese & | SIGNATURE DATE PD2-CB42CD-E-65-01




